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(57) Abstract: The invention 
relates to a method for producing 
a locally limited diffosion layer 
on a metal component consisting 
in applying a Cr, Si and/or Al and 
activator-containing paste to the 
coatable areas of a metal component, 
hardening said paste in the form 
of dispenser packing, covering the 
non-coatablc areas adjacent to the 
dispensing packing with a diffusion 
blocking powder packing and in 
heating at a temperature less that 
900 "C in Older to carry out alitising, 
siliconising and/ or chroming. The 
use of the inventive method for 
producing tmbine blades is also 
disclosed. 

(57) Zusanunenfassung: Die 
Erfindung b^fft ein Verfahren zur 
Herstellung einer lokal begrenzten 
Diffusionsschicht auf einem 
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- Aufbringen einer Cr-, Si- and/oder 
Al-haltigen und Aktivatoren-haltigen 
Paste auf die zu beschichtenden 
Bereiche des metallischen Bauteils 

- Verfestigung der Paste zu einer 
Spender-Packung - Abdeckung der an 
die Spender-Packung angrenzcnden 
nicht zu beschichtenden 
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Bereiche mit einer dififusionssperrenden Pulverpackung - Erhitzung auf eine Temperatur oberhalb 900**C zur Durchfuhrung der Al- 



